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Priifungsantrag gem. § 44 PatG ist gestellt 

© Der Informationstrager Chipkarte zur Begleitung eines Transportbehaltnisses im Tran sport prozeB 
© Der Informationstrager Chipkarte wird einem Trans- 

portbehaltnis beigefugt, begleitet es und dient im Trans- 

portprozeS der Aufnahme alter notwendigen Daten, der 

Identifikation und der Steuerung von der Quelle (Auf- 

tragsentstehungsort) bis zur Senke (Auftragserfullungs- 

ort). 

Der Informationstrager Chipkarte im logistischen ProzeB 
(TransportprozefS) wird den Transportbehaltnissen Behal- 
ter, Rollbehalter, mit Folie eingeschweifiten Paletten, Beu- 
tel und anderen Transportbehaltnissen beigefugt. 
Der Informationstrager Chipkarte wird mit einem Schreib- 
und Lesemodul beschrieben und ggf. an jedem beliebt- 
gen Transportpunkt geloscht und wieder beschrieben. 
Transport mittel tragen als Informationstrager beschriebe- 
ne Chipkarten imTransportprozefS. 
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Beschreibung 

Es ist bckannt, daB Transportbchaltnissc mil Informati- 
onstragem ausgestattet werden, die nach dem abgeschlosse- 
nen TransportprozeB vemichtet werden. Diese Informati- 5 
onstrager sind init dem sogenannten Balkencode-System 
versehen und miissen dem InformationsprozeB immer wie- 
der neu zugefiihrt werden. Der entscheidende Vorleil der Er- 
findung des Informationstragers Chipkarte im Transportsy- 
stem mil Behaltnissen liegt in der Wiederverwendung der 10 
Chipkarlen. Unter dem Aspekt der massenhaften Anwen- 
dung der Chipkarte fur dieses Anwendungsgcbiet werden 
hohe Effekte in okologischer und wirtschaftlicher Sicht er- 
wartet. 

Fiir die Aufnahme der Chipkarte als Informationstrager in 15 
und an Behaltnissen sind spczielle Vorrichtungcn notig, die 
in den folgenden Ausfuhrungsbeispielen der Erfindung dar- 
gestelh werden. 

Patentanspriiche 20 

1. Der Informationstrager Chipkarte wird einem 
Transportbehaltnis beigeftigt, begleitet es und dient im 
TransportprozeB der Aufnahme aller notwendigen Da- 
ten, der Identification und der Steuerung von der 25 
Quelle (Auftragsentstehungsort) bis zur Senke (Auf- 

tr ag serf ii 1 lungsort) . 

2. Der Informationstrager Chipkarte im logistischen 
ProzeB (TransportprozeB) wird den Transportbehaltnis- 
scn Behalter, Rollbchaltcr, mit Folic cingcschweiBten 30 
Paletten, Beutel und andercn Transportbehaltnissen 
beigefiigt. 

3. Der Informationstrager Chipkarte wird mit einem 
Schreib- und Leseinodul besehrieben und ggf. an je- 
dem beliebigen Transport punkt geloscht und wieder 35 
besehrieben. 
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Fig. 1 

Der Informationstrager Chipkarte in einer Einsteckvorrichtung am Behalter mit Axretierungs- 
einrichtung (Feder) 
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Fig. 2 

Der Informationstrager Chipkarte in einer Einstecktasche (selbstklebend), aufgeklebt auf die 
zur Einschweiliung einer Palette verwendete Folie. 



Folie 1 




Palette 



Einstecktasche 



Fig. 3 

Der Informationstrager Chipkarte an einem Transportbeutel in einer farblosen Hulle aus 
Kunststoff 
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The information carrier chip card to accompany a transport container during its transport. 
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The information carrier chip card is fitted to a transport container, travels with it and is 
used during transportation to receive all required data, identification and control from the 
beginning (placing of order) to the end (order completed). 

The information carrier chip card is fitted for the logistics process (transport process) to 
transport boxes such as containers, roller containers, pallets with welded foil, pouches 
and other transport containers. 

The information carrier chip card has a write and read module that can be deleted or 
rewritten at any point of the transport. 

Means of transport carry written chip cards as information carrier during the transport 
process. 
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Description 

A method is known for fitting transport containers with information carriers that are 
destroyed after the transport process is completed. These information carriers are fitted with the 
so-called bar code system and must be added continuously to the information process. The 
decisive advantage of inventing the information carrier chip card for use in the transport system 
with containers consists in the fact that the chip cards can be reused. In view of the fact that very 
many chip cards will be used in this field of application, tremendous effects relating to ecology 
and economy can be expected. 

Special devices are required to accept the chip card in and on the containers and they are 
described in the following design samples of the invention. 

Patent claims 

1. The information carrier chip card is fitted to a transport container, travels with it and is used 
during transportation to accommodate all required data, identification and control from the 
beginning (placing of order) to the end (order completed). 

2. The information carrier chip card is fitted for the logistics process (transport process) to 
transport boxes such as containers, roller containers, pallets with welded foil, pouches and other 
transport containers. 

3. The information carrier chip card has a write and read module that can be deleted or rewritten 
at any point of the transport. 
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Figure 1 

Information carrier chip card placed in a pocket at the side of the container with a holding device 
(spring). 
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Figure 2 

Information carrier chip card placed in a pocket (self-adhesive) attached to the foil used to weld 
in a pallet. 



Figure 3 

The information carrier chip card attached to a transport pouch in a colorless plastic sleeve. 
Sleeve 

Cord (Plastic band) 
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